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CANCELS: B-12 
ASTM C79 DATE: 12/31/67 

PRODUCING PLANTS: Long Beach, Antioch, Seattle, Rosario, Jacksonville and Delanco 
Long Jack-

Core Formu I a: (Pounds per MSF) Beach Antioch Seattle Rosario sonville Delanco 

Board Stucco (S-1,. S-2) 1350-15251350-15251350-15251350-15251350-15251350-1525 

Paper Fiber (B-G-1) 15-21 15-21 15-21 15-21 15-21 15-21 

Starch (RM-B-11) 7-10 7-10 7-10 7-10 7-10 7-10 

Dextrose (RM-B-3) 0-3 0-3 0-3 0-3 0-3 0-3 

Core Foaming Agent: 

ALS (B-G-1) 0.2-1.4 - - 0.2-1.4 0.2-1.4 0.2-1.4 

AAS (B-G-1) - 0.2-1.0 0.2-1.0 - - -
c Lignin (B-G-1) 2.5-3.5 3-4 5.0-7.0 2.5-3.5 2.5-3.5 5.0-7 .o 

End Trim (B-G-1) 20-35 10-30 20-35 None 20-35 20-35 

Potassium Sulfate (B-G-1) 0.5-2.0 o-2.0 0.5-2.0 None 0.5-2.0 0.5-2.0 

Retarder (B-G-1) None 0-0.5 None 0-0.5 None None 

Hydrated Lime (RM-P-3) 0-0.8 0-0.8 0-0.8 0-0.8 0-0.8 0-0.8 I 
Paper Liners: Sheathing Paper on both sides 

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General Specifications) 

1. Slurry Setting Time, minutes 2 - 4 

2. Wet Slurry Weight (pounds per c.f.) 73 - 82 

3. Wet Compressive Strength, p. s. i. 235 - 400 

4. Printing - Use Flexograph yellow (RM-B-21) for all printing on sheathing. 

l===l:!=-================~c-
KG2001091 



I . II 
====~F===========~================~==~==============l 

,.. -
\, 

~"-.-

'./ -\ 

PRODUCT BULLETIN 
GYPSUM PRODUCTS 

GYPSUM SHEATHING 
1/2" PLAIN CORE 

ASTM C79· 

BULLETIN NO: 
DATE: 
PAGE: 
CANCELS: 
DATE: 

B-12 
1/15/69 
2 of 2 
B-12 
10/9/64 

PRODUCT SPECIFICATIONS: (Refer to Product Bulletin B-G-4 for General Specifications.) 

Wet Weight 

Dry Weight 

Obs./M sq. ft.} 

(lbs./M sq.ft.) 

ALL PLANTS 
2800-3000 

1825-1975 
Average 1900 

Evaporation Loss Obs./M sq. ft.) 900-1070 

ALL PLANTS {Except as noted) 

Thickness -Average (inch) .480-.505 

.. - Individual reading 

Edges 24" wide 
48'.' wide 

Edge Hardness at Take-off 

End Peel after Sawing 

Flexural Strength, minimum 
Across groin 
Porcllel 

Deflection at Break, minimum 
Across groin 
Porcllel 

Punch Test 

Twist Test, maximum split 
Face 
Bock 

Hammer Loss Test, decigrams 
Individual Test, maximum 

(inch) 

(lbs.) 

(inch) 

(lbs.) 

" 

(inch) .. 

(lbs.) 

(inch) 

" 

Bond at High Humidity, maximum peel 
Face (inch) 
Bock " 

.:!:.010 from average 

Tongue and groove 
Square 

8 min., 18 max., 13 overage 

1/8 maximum 

140 
50 

0.30 
0.20 

700-1200 

3/4 
3/4 

7.5 

1/2 
1/2 
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